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1. Area: First, stake out the install area. 
Excavate down a minimum of 3 to 5 
inches to remove all organics ( I.E. 
Grass, roots, plants) and debris. This is 
the hard part but will be worth the trou-
ble. You will be adding 3+ inches of  
base course and compacting it to form 
the final grades for shape and drainage.

2. Base Course: Spread and compact 
base course.  Structural Fill  works well. 
After the base is spread and raked to 
satisfaction, it must be rolled down with 
a walk-behind roller or plate compactor. 
This will compact the base and provide 
a smooth surface for the turf. Remember 
the turf will conform exactly to the base, 
including any bumps, 
rocks, and ridges. You 
may have to add some 
water to the base to get 
proper compaction.

3. Edges: The edges of the turf can be 
spiked down with edging pins, spikes, 
or bordered with any type of lawn edg-
ing.

4. Cuts: Cut around objects such as
Trees, bush-
es, etc. By 
lifting the 
turf and cut-
ting to shape 
from the bot-
tomor back 
rather than the top. A sharp
utility knife will work the best.

5. Seams: Use a Urethane based glue/ 
tape for your 
seams. We have 
the recom-
mended tape.  
Make sure the 
tufts on the back 
run in the same 
direction when 

securing the turf. The backs of the turf 
must be clean and dry.

6. Stake: We carry a 10” Spiral Stake 
and also pins that can be used to anchor 
your turf. First stake the edges, then 
move outward from a corner and stake 

about every square yard. It is helpful to 
use the pins on the seams because they
are shaped to go into both pieces of turf 
and keep them together.

* Ask us about using rubber crumbs 
and/or sand to help keep the blades 
standing up and add
Cushion to play/ athletic areas.


